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NOTES
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ALL AREAS DAMAGED BY THE CONTRACTOR,
INCLUDING BUT NOT LIMITED TO PAVEMENT
MARKINGS, ASPHALT, SWALE, SIDEWALK, AND
DRIVEWAYS, SHALL BE RESTORED, AT THE
CONTRACTOR’S EXPENSE,
CONTRACTOR TO MAINTAIN DRAINAGE FLOW
DURING AND AFTER CONSTRUCTION.

SAW CUTTING OF THE EXISTING SIDEWALK SHALL
BE MADE ONLY AT THE NEAREST FLAG JOINTS.
NO EXISTING TREES SHALL BE REMOVED UNLESS

OTHERWISE SPECIFIED.

SHOULD ANY EXISTING TREE BE REQUIRED TO BE
REMOVED OR RELOCATED BASED ON PROPOSED
WORK, CONTRACTOR TO COORDINATE MODIFIED
WORK WITH ENGINEER. SHOULD TREE

REMOVAL /RELOCATION BE REQUIRED,
CONTRACTOR TO OBTAIN ALL REQUIRED PERMITS.
ALL EXISTING MAILBOXES IMPACTED BY

CONSTRUCTION SHALL BE MODIFIED /RELOCATED

AS NECESSARY AT THE CONTRACTOR'S EXPENSE.
ALL SIDEWALKS TO BE 4”7 THICK, EXCEPT THOSE
TRAVERSING DRIVEWAYS SHALL BE 6" THICK, AS

PER SIDEWALK DETAIL.

PROPOSED SIDEWALK SLOPE SHALL NOT EXCEED
MAXIMUM CROSS SLOPE OF 2% AND LONGITUDINAL

SLOPE OF 5%.

ALL SIDEWALK RAMPS AND DETECTABLE WARNINGS

TO MEET FDOT STANDARDS.

ALL ASPHALT TO BE REMOVED SHALL BE SAW

CUT ADJACENT TO REMAINING IMPROVEMENTS.

. UTILITIES CROSSING THROUGH EXFILTRATION
TRENCH TO BE SLEEVED UNLESS CAST IRON OR
DUCTILE IRON SANITARY SEWER, OR CAST IRON,
DUCTILE AND STEEL WATER MAIN.

. EXISTING PIPES TO REMAIN NEED TO BE DESILTED.

EXISTING CATCH BASINS AND MANHOLES TO

REMAIN TO BE SEALED.

TO ORIGINAL CONDITION.
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\ PROP. 231 LF OF 18" HDPE \ PROP. 120 LF OF 18" HDPE PROP. 152 LF OF 18" HDPE

NOTES

1. ALL AREAS DAMAGED BY THE CONTRACTOR,
INCLUDING BUT NOT LIMITED TO PAVEMENT
MARKINGS, ASPHALT, SWALE, SIDEWALK, AND
DRIVEWAYS, SHALL BE RESTORED, AT THE
CONTRACTOR’S EXPENSE, TO ORIGINAL CONDITION.

EXIST. SAN. SEWER EXIST SAN. SEWER EXIST. SAN. SEWER CONTRACTOR TO MAINTAIN DRAINAGE FLOW

PIPE EXIST. SAN. SEWER PIPE : ) PIPE EXIST. SAN. SEWER DURING AND AFTER CONSTRUCTION.

PIPE PIPE ) ’ EXIST. SAN. SEWER SAW CUTTING OF THE EXISTING SIDEWALK SHALL
PIPE BE MADE ONLY AT THE NEAREST FLAG JOINTS.
NO EXISTING TREES SHALL BE REMOVED UNLESS
OTHERWISE SPECIFIED.

PROP. TYPE P MANHOLE PROP. TYPE P MANHOLE SHOULD ANY EXISTING TREE BE REQUIRED TO BE
;E{O_Fé TYPE P MANHOLE MH—7 MH—8 REMOVED OR RELOCATED BASED ON PROPOSED

6" MIN

6" MIN
6” MIN
5" Mill.

N

> W

o

PAVING, GRADING
AND DRAINAGE PLAN [eseio e

) STA: 11+70.91, 2.23LT STA: 12+89.60, 6.56LT WORK, CONTRACTOR TO COORDINATE MODIFIED
;lT,j\ 79;-2,0.09, 6.21RT RIM: 7.63 RIM: 7.39’ WORK WITH ENGINEER. SHOULD TREE

-4 BOT ELEV: 0.41’ BOT ELEV: 0.41° BOT ELEV: 0.41° —4 EgmggAA(%?glnggAggTNAlNBiL'EESIEZJ(lDTﬁgI:ZD PERMITS
INV: 2.41" (W) 18" HDPE INV: 2.41° (W) 18" HDPE INV: 2.41" (W) 18" HDPE :

) , 2.4 \ ALL EXISTING MAILBOXES IMPACTED BY
INV:2.41" (E) 18” HDPE INV:2.41" (E) 18" HDPE INV:2.41" (SE) 18" HDPE CONSTRUCTION SHALL BE MODIFIED /RELOCATED

AS NECESSARY AT THE CONTRACTOR'S EXPENSE.
ALL SIDEWALKS TO BE 4”7 THICK, EXCEPT THOSE
TRAVERSING DRIVEWAYS SHALL BE 6" THICK, AS
PER SIDEWALK DETAIL.

PROPOSED SIDEWALK SLOPE SHALL NOT EXCEED
MAXIMUM CROSS SLOPE OF 2% AND LONGITUDINAL
SLOPE OF 5%.

ALL SIDEWALK RAMPS AND DETECTABLE WARNINGS
-8 -8 TO MEET FDOT STANDARDS.

BOT. OF TRENCH BOT. OF TRENCH = —8.03' BOT. OF TRENCH = —8.03' BOT. OF TRENCH = —8.03' 10. ALL ASPHALT TO BE REMOVED SHALL BE SAW
= —8.03 CUT ADJACENT TO REMAINING IMPROVEMENTS.

11. UTILITIES CROSSING THROUGH EXFILTRATION
—10 TRENCH TO BE SLEEVED UNLESS CAST IRON OR
DUCTILE IRON SANITARY SEWER, OR CAST IRON,
869’ 900’ 1000’ 1100’ 1200’ 1300’ 1368’ DUCTILE AND STEEL WATER MAIN.
12. EXISTING PIPES TO REMAIN NEED TO BE DESILTED.
13. EXISTING CATCH BASINS AND MANHOLES TO
REMAIN TO BE SEALED.
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RIM: 7.04 MH— 34 RIM: 6.99 MH—12
BOT ELE,V: —0.85" STA: 14+85.40, 3.31LT B’OT ELEV: ”—1.09’ STA: 17+8g_g5’ 6.34RT
INV: 2.41" (NW) 18" HDPE RIM: 6.93 INV: 2.41" (NW) 18" HDPE RIM: 6.76°
INV:1.15" (SE) 18” HDPE BOT ELEV: —0.85 INV:1.25" (E) 18” HDPE BOT ELEV: —0.85'
INV:1.15° (NW) 18” HDPE INV: 3.00" (S) 18" HDPE INV: 3.19° (W) 18” HDPE PROP. 169 LF OF 18"
INV: 2.43 (SE) 18" HDPE INV: 3.30" (NE) 18" HDPE INV: 2.13" (E) 18" HDPE HDPE
INV: 2.65" (S) 18” HDPE
—8 BOT. OF BOT. OF TRENCH = —8.03’ -8
TRENCH = PROP. 152 LF OF 18" I
—-8.03 HDPE BOT. OF TRENCH = —8.30' BOT. OF
TRENCH = -8.30’
-10 -10
1368’ 1400’ 1500’ 1600’ 1700’ 1800’ 1850’

GLENAGLE DRIVE STORM PROFILE
1368 TO 1850’
1"=20" (HORZ.)
1"=2" (VERT)

KEY MAP

r T

LOCH NESS DR.

| | N

GLE DR.

& A
X 3y >
sl 8 X/
S/—~—f% /&
& N K9
Ql\l‘ -
s

LEGEND
— — — — PROPERTY LINE /RIGHT—OF—WAY LINE
"= T CENTER LINE/ALIGNMENT
s - ——— EXISTING SANITARY SEWER PIPE
~——— sme - EXISTING STORM DRAIN PIPE
W - EXISTING WATER MAIN PIPE
—— om - EXISTING OVERHEAD WIRE
il EXISTING STORM CATCH BASIN

EXISTING STORM MANHOLE

0)

® EXISTING SANITARY SEWER MANHOLE
- EXISTING SIGN

£ EXISTING MAILBOX

> EXISTING VALVE

a EXISTING HYDRANT

2 EXISTING GRADE

Ee3 EXISTING LIGHTPOLE

————— — PROPOSED ROOT PRUNING

© PROPOSED STORM MANHOLE
(D PROPOSED CATCH BASIN
I PROPOSED TRENCH RESTORATION
B PROPOSED MILLING
RS PROPOSED PAVEMENT RESTORATION
{20777  PROPOSED ASPHALT PAVEMENT
PROPOSED CONCRETE
EEEEN EEEMR PROPOSED DRAIN PIPE
_”_:__* PROPOSED DRAIN PIPE W/
— EXFILTRATION TRENCH
L C AN PROPOSED PAVER RECONSTRUCTION
— —— PROPOSED SWALES

1.

N

W

>

o

o

~

o

©

ALL AREAS DAMAGED BY THE CONTRACTOR,
INCLUDING BUT NOT LIMITED TO PAVEMENT
MARKINGS, ASPHALT, SWALE, SIDEWALK, AND
DRIVEWAYS, SHALL BE RESTORED, AT THE
CONTRACTOR’S EXPENSE, TO ORIGINAL CONDITION.
CONTRACTOR TO MAINTAIN DRAINAGE FLOW
DURING AND AFTER CONSTRUCTION.

SAW CUTTING OF THE EXISTING SIDEWALK SHALL
BE MADE ONLY AT THE NEAREST FLAG JOINTS.
NO EXISTING TREES SHALL BE REMOVED UNLESS
OTHERWISE SPECIFIED.

SHOULD ANY EXISTING TREE BE REQUIRED TO BE
REMOVED OR RELOCATED BASED ON PROPOSED
WORK, CONTRACTOR TO COORDINATE MODIFIED
WORK WITH ENGINEER. SHOULD TREE

REMOVAL /RELOCATION BE REQUIRED,
CONTRACTOR TO OBTAIN ALL REQUIRED PERMITS.
ALL EXISTING MAILBOXES IMPACTED BY
CONSTRUCTION SHALL BE MODIFIED /RELOCATED
AS NECESSARY AT THE CONTRACTOR'S EXPENSE.
ALL SIDEWALKS TO BE 4”7 THICK, EXCEPT THOSE
TRAVERSING DRIVEWAYS SHALL BE 6" THICK, AS
PER SIDEWALK DETAIL.

PROPOSED SIDEWALK SLOPE SHALL NOT EXCEED
MAXIMUM CROSS SLOPE OF 2% AND LONGITUDINAL
SLOPE OF 5%.

ALL SIDEWALK RAMPS AND DETECTABLE WARNINGS

TO MEET FDOT STANDARDS.
ALL ASPHALT TO BE REMOVED SHALL BE SAW
CUT ADJACENT TO REMAINING IMPROVEMENTS.

. UTILITIES CROSSING THROUGH EXFILTRATION

TRENCH TO BE SLEEVED UNLESS CAST IRON OR
DUCTILE IRON SANITARY SEWER, OR CAST IRON,
DUCTILE AND STEEL WATER MAIN.

. EXISTING PIPES TO REMAIN NEED TO BE DESILTED.

EXISTING CATCH BASINS AND MANHOLES TO
REMAIN TO BE SEALED.
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KEY MAP

r T

6/25/2024| CC

DATE

LOCH NESS DR. L )

CHECK VALVE (N) ADD MANATEE
CB—-10 GRATE AT OUTFALL
| STA:23+70.61, —15.98LT

RIM:6.40° W/ PRB (S)

WEIR ELEV.: 5.30’@
BOT ELEV: —3.40’

INV IN:0.10 (S) 18” MDPEIl LAKES —

INV [OUT: 2.34 (N) EXIST. 24" RepMOND SECTIO
P.B. 76, PG. 91, M.D.C.R.
—PROP. TYPE P MANHOLE W/ PRB (W)

MH=17 EXIST. PAVER DRIVEWAY TO =X
BE RECONSTRUCTED. EXIST.\

GRAPI—IIC SCALE IN FEET
0

1 20 40

It
| [
RV N\

I:’ROP. CATCH BASIN CONTROL |
STRUCTURE W/ INVERTED PRB AND | |
24" TIDEFLEX INLINE CONTRACTOR TO | l
I I

I

I

I

PROP. TYPE P MANHOLE W/ PRB (S)
MH—16 '
STA: 21+82.73, 5.41RT
RIM: 6.92’

BOT ELEV: —0.30’
INV:1.90 (W) 18" HDPE
INV: 2.42 (E) 18" HDPE

INV:3.20 (S) 18" HDPE

PROP. TYPE P MANHOLE
MH—14

STA:20+39.91, 5.27RT
RIM: 7.23’

BOT ELEV: —1/96'

INV: 2.13 (W) 18" HDPE
INV: 0.04 (E) 18" HOPE,

12" D.E. PER P.B. 76,
PG. 91, M.D.C.R.

PROP. 22 LF OF 18"

& N
> ~g
$ g ;
g S &
Q‘}- -
s

PROP. 97 LF OF 18"
HDPE W/ +83 LF OF |

XFIL. TRENCH
LoT |6 & E |

STA: 22+39.91, 5.44RT

RIM: 6.78’ PAVERS TO BE USED FOR
—————————————— BOT ELEV:=1.91" | — — — — — — —  ~RECONSTRUCTION

PAVERS CONC. INV:2.41 (W) 18" HDPE PROP. PAVEMENT

5' HIGH COLUMNS HDPE W/ #1855 LF OF | e e et o e Y e T A — — N N\ —— T —

AND WALL
CONC.

DEMO & PGD UPDATES

PAVERS PAVERS

REVISIONS

PAVER87 T
. ]
S DWY. il ~

{ DWY. Y9 D Jo\” DWY. ] INV: 0.09. 4 18" .HDPE RESTORATION ' @
5' CONC.”SWLK.

DWY. DwY. |

|

PROP. 131 LF OF 18"
-

No.

» —C.B. RE.= 6.42’
0y _IE(S)w Q10 18"RCP-
LE.(N.)= 0.31" 24”RCP I

—
R CONTINUATION

. HDPE 6.65
4 .
-CONS. .4, .

-dw-—- SOyt e -
e T | e A

® e CONC.

D . PAVERS .
Voo oWy - - GRASS, _I____w Lo PAERS — =W s —GRASS - W o L WS - D — - e —-wDW¥.--tw “ -1
DR.

- -/ __GRASS]
‘ ~orass : GLENEAGLE

9
Y
>
)
|
|
|
|
|
£
|
|
|
A
|
£ 3
[
{
|

| |
| | ; N}

6.81 M.E. 8 —— — — —— PROPERTY LINE/RIGHT—OF—=WAY LINE
(®)

o
o
™M

IO
-
LL

INC.

CENTER LINE/ALIGNMENT

EXISTING
EXISTING

SANITARY SEWER PIPE

STORM DRAIN PIPE

PAVERS
DwWY.

|
PAVERS /; . s GRASS
DWY. 5 q

o
" PAVERS

WALK

OP. 12 LF OF 18"
HDPE

LOT 3

(2)

MIAMI LAKEP —
LOCH LOMOND pECTION

P.B. 76, PG. 91, M.D.C.R.
PROP. CATCH BASIN

CB-9

A ?RASS GRASS EXISTING

EXISTING
F EXISTING
) EXISTING
® EXISTING
o EXISTING
L
X
Q

WATER MAIN PIPE
OVERHEAD WIRE

STORM CATCH BASIN
STORM MANHOLE
SANITARY SEWER MANHOLE
SIGN

MAILBOX

VALVE

HYDRANT

GRADE

GRASS T b

o 9 LF OF 18" HDPE—/ J

k PAVER\ k @I PAVERS l ERS l
———————— PWLASAS — — — PROP: TYPE-PMANHOLE - W/ PRB (E)—7— — ' " ———— /7
SAN SEWER MH

PROP. 57 LF OF 18" MH-18 R.E.= 6.83
HDPE W/ +42 LF OF STA:23+71.09, 5.54RT L

EXFIL. TRENCH RIM: 6.70°
BOT ELEV:—1.971°

INV:0.09 (W) 18" HDPE

INV: 2.41 (E) 18" HDPE

INV:0.10 (N) 18" HDPE

INV: 2.90 (S) 18" HDPE

GRASS .7 ~ ol DW

REGISTRY No. 35106

5’ CONC. SWLK.
R/W LINE-/

\
b
|

I PROP. 169 LF OF 18"

/
‘ o
- — SAN— —-

C.B. RE.= 6.20'
/ LE.(N.)= 0.30" 18"RCP
HDPE N\ ’

SAN SEWER MH ]
RE= 729" \ /

LE.(W.)= 1.17° 8"PVC \
I.E.(E.)= 1.22" 8"PVC
LLE.(S.)= 2.15" 8"PVC

PROP.Lé?f«TéZH Eég%g
STA: 21+82.53, 14.68RT
RIM: 6.70°

BOT ELEV:1.20’

INV: 3.20 (N) 18" HDPE

R Y T I I S—— O -

CONC. PROP. 45 LF OF 18 ~ N\ 2 ‘o N
LOT 4

TRACT "P-3"

MIAMI LAKES —

LOCH LOMOND SECTION
P.B. 76, PG. 91, M.D.C.R.

EXISTING
EXISTING
EXISTING
° EXISTING
£o3 EXISTING LIGHTPOLE

PHONE: 954-535-5100 FAX: 954-739-2247

© 2024 KIMLEY—HORN AND ASSOCIATES,
8201 PETERS ROAD, SUITE 2200, PLANTATION, FL 33324

5 U.E. PER P.B. 76,
WWW.KIMLEY—HORN.COM

AND OVERLAY. MATCH
EXIST. GRADE (TYP.)

Kimley»Horn

MATCHLINE SEE SHE

PROP. CONCRETE

LIMITS OF ASPHALT MILLING |
I
I APRON (TYP.)

PROP. TYPE P MANHOLE

RIM: 6.40’
BOT ELEV:0.90’
INV:2.90 (N) 18" HDPE

|
|
I
I
: STA:20+85.30, 5.31RT PROPOSED ROOT PRUNING
RIM: 7.31
I PROPOSED
I
, PROPOSED
I
I
I

STORM MANHOLE
CATCH BASIN

BOT ELEV:—1.96’
INV:0.04 (W) 18" HDPE
INV:1.90 (E) 18" HDPE

PROPOSED TRENCH RESTORATION

85268

PROPOSED

I
I
|
I
l STA: 23+71.34, 17.28RT
I
I
l MILLING

I

LICENSED PROFESSIONAL
FLORIDA LICENSE NUMBER

TIFFANY STANTON, P.E.

I
I
I

PROPOSED PAVEMENT RESTORATION

I
I
|
I
I

T T T NS e VS - — NS

TS
DG

PROPOSED ASPHALT PAVEMENT
EXIST. WATER

8 PIPE 8

AS SHOWN

PROPOSED CONCRETE

DATE
JUN 2024

KHA PROJECT
044533222

. S BN BN PROPOSED DRAIN PIPE

SCALE
DRAWN BY

sv [pate: 6/25/2024

CHECKED BY

EXIST. GRADE —/

PROPOSED DRAIN PIPE W/
EXFILTRATION TRENCH

EXIST. SAN. T ———— Tt —— | —— = ]

SEWER PIPE
EXIST. WATER .
A AN

PIPE

EXIST. WATER

PIPE PROPOSED PAVER RECONSTRUCTION

TOP OF TRENCH= 4.70’ TOP OF TRENCH= 4.70’ TOP OF TRENCH= 4.70’

TOP OF TRENCH= 4.46'

— PROPOSED SWALES

/ 4 |
T EXIST. SAN. EXIST. 'SAN.
SEWER PIPE - SEVER P'PE\

I PROP. 57 LF OF 18" HDPE
PROP. 97 LF OF 18" HDPE

PROP. 169 LF OF 18" HDPE

8" MIN.

NOTES

1. ALL AREAS DAMAGED BY THE CONTRACTOR,
INCLUDING BUT NOT LIMITED TO PAVEMENT
MARKINGS, ASPHALT, SWALE, SIDEWALK, AND
DRIVEWAYS, SHALL BE RESTORED, AT THE
CONTRACTOR’S EXPENSE, TO ORIGINAL CONDITION.
CONTRACTOR TO MAINTAIN DRAINAGE FLOW
DURING AND AFTER CONSTRUCTION.

SAW CUTTING OF THE EXISTING SIDEWALK SHALL
BE MADE ONLY AT THE NEAREST FLAG JOINTS.

=

6” MIN.

. 131 LF OF 18" HDPE
PROP. TYPE P MANHOLE

Y MH—14
STA: 20+39.91, 5.27RT

RIM: 7.23'

W

BOT ELEV: —1.96’ PROP. TYPE P MANHOLE W/ PRB (E)

Lavout: C300.5 PAVING CGRADING AND DRAINAGE PLAN

INV:2.13" (W) 18" HDPE
INV:0.04" (E) 18" HDPE

PROP. 45 LF OF 18"
HDPE

PROP. TYPE P MANHOLE
MH—15

STA: 20+85.30, 5.31RT
RIM: 7.31°

BOT ELEV: —1.96’
INV:0.04" (W) 18" HDPE
INV:1.90° (E) 18" HDPE

PROP. TYPE P MANHOLE W/ PRB (S)

MH—-16

STA: 21+82.73, 5.41RT
RIM: 6.92

BOT ELEV: —0.30’
INV:1.90" (W) 18" HDPE
INV: 2.42" (E) 18" HDPE
INV: 3.20" (S) 18" HDPE

MH-18

STA: 23+71.09, 5.54RT
RIM: 6.70°

BOT ELEV: —1.971
INV:0.09" (W) 18" HDPE
INV:2.41" (E) 18" HDPE
INV:0.10" (N) 18" HDPE
INV:2.90" (S) 18" HDPE

PROP. TYPE P MANHOLE W/ PRB (W)

MH—17
STA: 22+39.91, 5.44RT
RIM: 6.78'

PROP.

89 LF OF 18"
HDPE

>

OTHERWISE SPECIFIED.
SHOULD ANY EXISTING

o

NO EXISTING TREES SHALL BE REMOVED UNLESS

TREE BE REQUIRED TO BE

REMOVED OR RELOCATED BASED ON PROPOSED
WORK, CONTRACTOR TO COORDINATE MODIFIED
WORK WITH ENGINEER. SHOULD TREE

REMOVAL /RELOCATION

BE REQUIRED,

CONTRACTOR TO OBTAIN ALL REQUIRED PERMITS.

o

ALL EXISTING MAILBOXES IMPACTED BY

CONSTRUCTION SHALL BE MODIFIED /RELOCATED

AS NECESSARY AT THE
ALL SIDEWALKS TO BE

~

CONTRACTOR’S EXPENSE.
47 THICK, EXCEPT THOSE

TRAVERSING DRIVEWAYS SHALL BE 6" THICK, AS

PER SIDEWALK DETAIL.

o

PROPOSED SIDEWALK SLOPE SHALL NOT EXCEED

PAVING, GRADING
AND DRAINAGE PLAN [eseio e

FLORIDA

MAXIMUM CROSS SLOPE OF 2% AND LONGITUDINAL
SLOPE OF 5%.

ALL SIDEWALK RAMPS AND DETECTABLE WARNINGS
TO MEET FDOT STANDARDS.

ALL ASPHALT TO BE REMOVED SHALL BE SAW

BOT ELEV: —1.97
INV: 2.41° (W) 18" HDPE
INV:0.09" (E) 18" HDPE

©

Sheet Set: LOCH LOMOND NORTH DRAINAGE IMPROVEMENTS

Case

Plotted Bv: Cruzpino

This document, together with the concepts and designs presented herein, as an instrument of service, is intended only for the specific purpose and client for which it was prepared. Reuse of and improper reliance on this document without written authorization and adaptation by Kimley—Horn and Associates, Inc. shall be without liability to Kimley—Horn and Associates, Inc.

-8

BOT. OF TRENCH = —-8.30’

|
-—
o

BOT. OF TRENCH = —8.30°

BOT. OF TRENCH = —8.54'

-8 10.

BOT. OF TRENCH = —8.30’

1850

1900’

2000

2100 2200

GLENAGLE DRIVE STORM PROFILE
1850° TO 2370’
1"=20" (HORZ.)
1"=2" (VERT)

2300

2370

CUT ADJACENT TO REM

AINING IMPROVEMENTS.

1. UTILITIES CROSSING THROUGH EXFILTRATION
TRENCH TO BE SLEEVED UNLESS CAST IRON OR
DUCTILE IRON SANITARY SEWER, OR CAST IRON,
DUCTILE AND STEEL WATER MAIN.

12. EXISTING PIPES TO REMAIN NEED TO BE DESILTED.

135. EXISTING CATCH BASINS AND MANHOLES TO

REMAIN TO BE SEALED.

LOCH LOMOND NORTH
DRAINAGE
IMPROVEMENTS
TOWN gIE:PI\?ITZI\C/)IT LAKES

LAKES

MIAMI

SHEET NUMBER

C300.5
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Lavout: C300.6 PAVING CGRADING AND DRAINAGE PLAN

Sheet Set: LOCH LOMOND NORTH DRAINAGE IMPROVEMENTS

Case

Plotted Bv: Cruzpino

|
|
l
|
EXIST. PAVER DRIVEWAY

BE RECONSTRUCTED. EXIST. PROP. CATCH BASIN W/ PRB (S)

S PAVERS TO BE USED FOR CB-15
T RECONSTRUCTION STA: 24+78.95, —11.45LT
Hore RIM: 6.70’

BOT ELEV: —0:30'2 LOT 1

KEY MAP

LOCH LOMOND EAST
P.B. 93, PG. 44, M.D.CR.

LAKES —

LOCH LOMOND SECTION
P.B. 76, PG. 91, M.D.CR.

NC- B

LOT 3
PROP. 89 LF OF 18" INV: 3.20 (SE) 18" HDPE 151 LF OF 18" HDPE
HDPE W/ £170 LFOF | \ /s e
———————— —EXFIL-TRENCH- —— — — — — 1 —  —~ —— — — — — — — — — — e e e e
' RAVERS . PAVERS
VLINE~ NN NS Vo) | DWY. @
Usmek. / v

NOHTHING: 577540.15

I AN

||

LOCH NESS DR.

6/25/2024| CC

J \

& A
> N
$ 3
N S
<
g 3
Q%‘ &
N

GLE| Ez GLE DR.

DEMO & PGD UPDATES

O§8§7O4.O7

LF OF 18" HDPE X

6.42' PN
RASS ®° PAVERS
10 18\RCP_ _ %X _ (22 _ W - g e - 2
JBR § w | =N} DVW‘

I31’ 24°RCP ,
I ; A TS PAERSEL. ) .
| e .

- —  — = BAN—=|— —

PAVERS
DWY. DWY.

PAYERS GRASS .
w wr

CONC. AN 48—
9 LH\OF 18™ HDPE .

I W ~PROPOSED

PROPOSED

L C AN PROPOSED PAVER RECONSTRUCTION

— — PROPOSED

LEGEND
—— — — —— PROPERTY LINE/RIGHT—OF—WAY LINE
— = T CENTER LINE/ALIGNMENT
———~sw———— EXISTING SANITARY SEWER PIPE
——— -~ —sme-——— EXISTING STORM DRAIN PIPE
- ————— EXISTING WATER MAIN PIPE
o~ ——— EXISTING OVERHEAD WIRE
i EXISTING STORM CATCH BASIN
© EXISTING STORM MANHOLE
® EXISTING SANITARY SEWER MANHOLE
- EXISTING SIGN
£ EXISTING MAILBOX
> EXISTING VALVE
a EXISTING HYDRANT
° EXISTING GRADE
3¢ EXISTING LIGHTPOLE
———— — PROPOSED ROOT PRUNING
© PROPOSED STORM MANHOLE
[ PROPOSED CATCH BASIN
I PROPOSED TRENCH RESTORATION
B PROPOSED MILLING
XXX PROPOSED PAVEMENT RESTORATION
00778 PROPOSED ASPHALT PAVEMENT
PROPOSED CONCRETE

DRAIN PIPE

DRAIN PIPE W/
EXFILTRATION TRENCH

SWALES

1

No.

INC.

REGISTRY No. 35106

PHONE: 954-535-5100 FAX: 954-739-2247

© 2024 KIMLEY—HORN AND ASSOCIATES,
WWW.KIMLEY—HORN.COM

8201 PETERS ROAD, SUITE 2200, PLANTATION, FL 33324

Kimley»Horn

VC. SWLK. 2 C I -
- PAVERS 2ok PAVERS | & CONC. . .
f{___________DWi _______ DWY. o _ 4o I D M‘_____& _________ .
SAN SEWER MH
ReP |S PROP. TYPE P MANHOLE RE= 7.13 2
4 | MH—36 | LOT 1 1LE(W)= 3.20° 8’PVC
22 | STA: 24+90.21, 5.68RT | LE.(N.)= 3.61" 6"PVC
Q- BOT ELEV:—0.62'
i INV:1.38 (W) 18" HDPE PROP. TYPE P MANHOLE W/ PRB (S) LAKES —
0 S ” STA: 26+40.72, 5.84RT P.B. 76, PG. 91, M.D.C.R.
l INV: 3.20 (NW) 18" HDPE | RIM: 7.03’
| BOT ELEV:-0.62’
| PROP. 30 LF OF 18" INV:1.38 (W) 18" HDPE
HDPE INV: 3.30 (S) 18" HDPE
LOCH LOMOND EAST
I PROP. TYPE P MANHOLE P.B. 93, PG. 44, M.D.C.R.
| MH—19 |
STA: 24+60.44, 5.65RT | PROP. CATCH BASIN
| RIM: 6.86’ CB—11
BOT ELEV:-0.62 STA: 264+40.58, 14.84RT
INV: 2.36 (W) 18" HDPE RIM: 6.80’
INV:1.38 (E) 18" HDPE BOT ELEV:1.30°
I INV:3.30 (N) 18" HDPE
I
| |
8
T R ——
EXIST. SAN.
//_SEWER PIPE
TOP OF TRENCH= 4.70’ EXIST. SAN.
EXIST. WATER SEWER PIPE
4 PIPE
=
Z -Z E
PROP. 89 LF OF 18" HDPE = =
© ©
= ”
PROP. 151 LF OF 18" HDPE
PROP. TYPE P MANHOLE
MH—36
0 STA: 24+90.21, 5.68RT
RIM: 6.90’
BOT ELEV: —0.62
INV:1.38’ (W) 18” HDPE
INV:1.38’ (E) 18" HDPE
INV: 3.20" (NW) 18" HDPE
PROP. 30 LF OF 18"
HDPE
PROP. TYPE P MANHOLE W/ PRB (S)
MH—-20
—4 STA: 26+40.72, 5.84RT
—PROP. TYPE P MANHOLE RIM: 7.03’
MH—-19 BOT ELEV: —-0.62’
STA: 24+60.44, 5.65RT INV:1.38" (W) 18" HDPE
RIM: 6.86’ INV: 3.30" (S) 18" HDPE
BOT ELEV: -0.62
INV: 2.36° (W) 18” HDPE
INV:1.38’ (E) 18" HDPE
-8
BOT. OF TRENCH = —8.30’
-11
2370 2400 2500

GLENAGLE DRIVE STORM PROFILE
2370 TO 2682’
1"=20" (HORZ.)
1"=2" (VERT)

NOTES

1. ALL AREAS DAMAGED BY THE CONTRACTOR,
INCLUDING BUT NOT LIMITED TO PAVEMENT
MARKINGS, ASPHALT, SWALE, SIDEWALK, AND
DRIVEWAYS, SHALL BE RESTORED, AT THE
CONTRACTOR’S EXPENSE, TO ORIGINAL CONDITION.
CONTRACTOR TO MAINTAIN DRAINAGE FLOW

N

DURING AND AFTER CONSTRUCTION.

W

>

OTHERWISE SPECIFIED.

o

SAW CUTTING OF THE EXISTING SIDEWALK SHALL
BE MADE ONLY AT THE NEAREST FLAG JOINTS.
NO EXISTING TREES SHALL BE REMOVED UNLESS

SHOULD ANY EXISTING TREE BE REQUIRED TO BE
REMOVED OR RELOCATED BASED ON PROPOSED
WORK, CONTRACTOR TO COORDINATE MODIFIED

WORK WITH ENGINEER. SHOULD TREE
REMOVAL /RELOCATION BE REQUIRED,

CONTRACTOR TO OBTAIN ALL REQUIRED PERMITS.
ALL EXISTING MAILBOXES IMPACTED BY

CONSTRUCTION SHALL BE MODIFIED /RELOCATED

AS NECESSARY AT THE CONTRACTOR'S EXPENSE.
ALL SIDEWALKS TO BE 4”7 THICK, EXCEPT THOSE
TRAVERSING DRIVEWAYS SHALL BE 6" THICK, AS

o

~

PER SIDEWALK DETAIL.

o

SLOPE OF 5%.

©

PROPOSED SIDEWALK SLOPE SHALL NOT EXCEED
MAXIMUM CROSS SLOPE OF 2% AND LONGITUDINAL

ALL SIDEWALK RAMPS AND DETECTABLE WARNINGS

TO MEET FDOT STANDARDS.

10. ALL ASPHALT TO BE REMOVED SHALL BE SAW
CUT ADJACENT TO REMAINING IMPROVEMENTS.

1. UTILITIES CROSSING THROUGH EXFILTRATION
TRENCH TO BE SLEEVED UNLESS CAST IRON OR
DUCTILE IRON SANITARY SEWER, OR CAST IRON,

DUCTILE AND STEEL WATER MAIN.

12. EXISTING PIPES TO REMAIN NEED TO BE DESILTED.
135. EXISTING CATCH BASINS AND MANHOLES TO

REMAIN TO BE SEALED.
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NOTES

1. ALL AREAS DAMAGED BY THE CONTRACTOR,
INCLUDING BUT NOT LIMITED TO PAVEMENT
MARKINGS, ASPHALT, SWALE, SIDEWALK, AND
DRIVEWAYS, SHALL BE RESTORED, AT THE
CONTRACTOR’S EXPENSE, TO ORIGINAL CONDITION.
CONTRACTOR TO MAINTAIN DRAINAGE FLOW
DURING AND AFTER CONSTRUCTION.

SAW CUTTING OF THE EXISTING SIDEWALK SHALL

BE MADE ONLY AT THE NEAREST FLAG JOINTS.

NO EXISTING TREES SHALL BE REMOVED UNLESS

OTHERWISE SPECIFIED.

SHOULD ANY EXISTING TREE BE REQUIRED TO BE

REMOVED OR RELOCATED BASED ON PROPOSED

WORK, CONTRACTOR TO COORDINATE MODIFIED

WORK WITH ENGINEER. SHOULD TREE

REMOVAL /RELOCATION BE REQUIRED,

CONTRACTOR TO OBTAIN ALL REQUIRED PERMITS.

ALL EXISTING MAILBOXES IMPACTED BY

CONSTRUCTION SHALL BE MODIFIED /RELOCATED

AS NECESSARY AT THE CONTRACTOR'S EXPENSE.

ALL SIDEWALKS TO BE 4”7 THICK, EXCEPT THOSE

TRAVERSING DRIVEWAYS SHALL BE 6" THICK, AS

PER SIDEWALK DETAIL.

PROPOSED SIDEWALK SLOPE SHALL NOT EXCEED

MAXIMUM CROSS SLOPE OF 2% AND LONGITUDINAL

SLOPE OF 5%.

ALL SIDEWALK RAMPS AND DETECTABLE WARNINGS

TO MEET FDOT STANDARDS.

ALL ASPHALT TO BE REMOVED SHALL BE SAW

CUT ADJACENT TO REMAINING IMPROVEMENTS.

1. UTILITIES CROSSING THROUGH EXFILTRATION
TRENCH TO BE SLEEVED UNLESS CAST IRON OR
DUCTILE IRON SANITARY SEWER, OR CAST IRON,
DUCTILE AND STEEL WATER MAIN.

. EXISTING PIPES TO REMAIN NEED TO BE DESILTED.

EXISTING CATCH BASINS AND MANHOLES TO

REMAIN TO BE SEALED.
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